
4 ENVIRONNENTAL CONSEQUENCES

The proposed action is to resume L–Reactor operation as soon as practic-
able to produce needed defense n!aterial (i.e., plutonium). The Department of
Energyls (DOE) preferred alternative is to operate L-Reactor after the construc-

tion of a 1000-acre lake to cool the reactor’s thermal discharge to meet water-
quality standards of the State of South Carolina. DOE has changed the pre-
ferred alternative it presented i“ the Draft Environmental Impact Statement
(EIS), which was to operate L-Reactor with direct discharge to Steel Creek with
subsequent mitigation, as a result of public comment and discussions with regu-
latory authorities.

The Department of Energy has identified the 1000-acre lake, with modifica-
tions of the reactor power levels , as the preferred thermal mitigation alterna-

tive following discussions with the South Carolina Department of Health and
Environmental Control (SCDHEC) and the U.S. Army Corps of Engineers (COE). This
alternative would comply with the State’s water-quality standards by assuring
the existence of a balanced biological community (balanced indigenous population
and balanced biological community are used interchangeably in this EIS) and it
could be constructed by the Corps of Engineers in about 6 months. The 1000-acre
lake is one of 33 cooling-water alternatives evaluated in the Final EIS; its
expected environmental effects were bracketed by the cooling-water alternatives
evaluated in the Draft EIS (i.e., a once-through 500-acre lake, a 1300-acre re-
circulating lake, and modified reactor power operation). The 1000-acre lake is
the largest lake possible considering the terrain of the Steel Creek valley thst
can be constructed by the Corps of Engineers within a single construction season
and the smallest lake allowing maximum operational flexibility.

This chapter discusses the potential environmental effects of L-Reactor

for normal operation under reference-case assumptions, for postulated accidents,
transportation, mitigation alternatives (safety, cooling water, disassembly-
basin purge-water disposal, and 186-Basin sediment disposal), decontamination
and decommissioning, and safeguards and security. The expected environmental
effects of the preferred alternatives are discussed separately in Section 4.5.

4.1 NORMAL L-REACTOR OPERATION

‘c

This section characterizes the expected nonradiological and radiological

effects due to normal operation of L-Reactor. Nonradiological effeets include
those that might result from an increased workforce, the withdrawal and dis-
charge of cooling water, the discharge of liquid and atmospheric chemical efflu-
ents, and the disposal of solid nonradioactive wastes. This section does not

consider cooling-water mitigation n?=asures, which are described in Section
4.4.2; however, it does discuss the effects of direct discharge to Steel Creek’, TC
which is referred to as the reference case, to which other alternative cooling-
water mitigation measures can be compared. Radiological effects include those

that might result from airborne and liquid radionuclide releaaes, the disposal
of radioactive wastes, and the resuspension and transport of radiocesium and
cobalt-60 in Steel Creek.
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4.1.1 Nonradiological impacts

4.1.1.1 Land use and socioeconomic

Land use

The proposed resumption of L-Reactor operation under the reference case
would not alter existing land use on the Savannah River Plant (SRP) site, nor
would it require the acquisition or the use of land off the SBP site; therefore,
no direct land-use impacta are expected.

Four historic sites and one prehistoric site in the Steel Creek terrace and
floodplain system have been determined to be eligible for inclusion in the
National Register of Historic Places. A mitigation plan haa been developed to

ensure the preservation of these resources, and the plan hxa baen approved by
the South Carolina State Historic Preservation Officer (Du Pent, 1983b). Stage
I of this mitigation plan involves monitoring to ensure that the sites would not
be directly impacted by L-Reactor operation. This monitoring phaae has been

ongoing; during cold-flow testing conducted in 1983,
(38BR112, 38BR269, and 38BR286) was observed. Stage
implemented and protection of the sites by riprap as
plan is being accomplished under the guidance of the

Carolina Institute of Archeology and Anthropology.

Socioeconomic

erosIon of three sites
11 (mitigation) has been
specified in the titivation
University of South

Operational employment for L-Reactor , which began in 1981, peaked at about

400 employees in mid-1983 and is expected to decrease to 350 by mid-1984, or
about 4 percent of the current workf orce at the Savannah River Plant (Ou Pent,
1982b). Essentially all the operating work force for L-Reactor has Men hired

and resides in the SRP area; therefore, no additional impacts are expected to
local communities and services due to in-migrating workers.

L-Reactor operation is expected to have annual total local ex~nditures on
mxterials and services of avDroximatelv S3 million and a total Davroll and over-
head-expenditure--of‘about-$~:l‘mi-l-lton-.~‘~hese-expenditures ‘are-‘~x~ected-to-‘re- -

ault in the creation of about 50 regional job opportunities. In xddition, these
are expected expenditures to produce an additional direct and indirect incoms of
another $3 million. The total economic benefit to the SRP region during
L-Reactor operation would amount to at leaat 400 direct and indirect job oppor-

tunities, about $25 million in direct and indirect annual income and payroll,
and $3 million in direct annual expenditurea on materials and services.

These contributions to the local economy would help pay for public services
directly through income, property, and license taxes and user fees and indi-
rectly -through sales taxes on goods and services. The benefits provided by the
project would help offset the smal 1 increase in demands for local aervicea that
it generates.

4-2



4.1 .1.2 Surface-water usage

Under the reference case (direct dischsrge to Steel Creek), the once-

through cooling-water system, similar to that used during the previous L-Reactor
operation, would withdraw about 11 cubic meters per second of water from the
Ssvannah River. This would be less than 4 percent of the average flow and 7

percent of the 7-day, 10-year low flow of 295 and 159 cubic meters per second,
respectively. Because little L-Reactor coollng water would be consumed, essen-
tially all water withdrawn from the river would be returned to the river after

pasaing through the L-Reactor heat exchanger and the Steel Creek system. The
estimated consumptive water use by L-Reactor is 0.85 cubic meter per second EL-2

(Nelll and Babcock, 1971).

Withdrawal of cooling water for L-Reactor operation would affect the

aquatic ecology of the Savannah River by (1) the entrainment in the cooling
water of aquatic organisms (predominantly fish eggs and larvae) smaller than the
screen msh in the intake system, and (2) the impingement of aquatic organisms
(primarily fish) on the Intake screens.

Entrainment

An expanded Savannah River aquatic ecology program was initiated in March

1982 to evaluate the impact of the Savannah Rfver Plant , particularly L-Reactor
restart, on the Savannah River fisheries (Appendix C). Data from previous st”d-
fes conducted in 1977 (McFarlane et al. , 1978) were also used in this impact
analysis (see Appendix C). In general, the projected levels of entrainment and

impingement developed from the 1982 investigations are similar to those based on
the 1977 results. However, soresdifferences do exist. A discussion of these
impacts is given in the following sections.

The analysis of the data obtained in 1983, during the second year of the

expanded aquatic ecology program, is still preliminary. However, the 1983 re-
sults have been used in certain parts of the impact assessments below.

Estimates of the numbers of fish larvae that could be entrained by the

cooling water of the L-Reactor and the other SRP installations were obtained in
the following msnner. The average density of larvae found in the replicate
samples taken from the intake canals was multiplied by the total volume of water
pumped into the intakes during each 24-hour sampling period. This calculation

estimated the total number of larvae that was entrained during each day of
sampling. These individual totals were extrapolated for the days when samples

were not taken to estimate entrainment numbers for the entire spawning period.

Estimates of the numbers of fish eggs that could be entrained were made in

a similar manner. However, densities of eggs found in the samples taken from

the river adjacent to the intake canals were used as a basis for the calcula-
tions instead of the densities obtained in the canals themselves because samples
from the intake canals are believed to underestimate the egg densities; the
water velocities in the canals are not sufficient to support drifting semibuoy-
ant eggs. Entrainment in the 3G and 5G intake canals was calculated using the

density of eggs inunediately upstream from 3G. The egg densities for lG were

calculated as a volume-weighted average of the egg densities in the river up-
stream from lG and in upper Three Runs Creek, because a large portion of the
discharge Of UPPer Three Runs Creek enters the lG intake canal.
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According to the results of the 1982 studies and predicted L-Reactor
withdrawal rates, it is estimated that approximately 7.7 x 106 fish eggs and
7.6 x 106 fish larvae would be entrained by the L-Reactor cooling water each
year during the spawning season. The corresponding projections based on the
1983 data are 3.8 x 106 eggs and 11.9 x 106 larvae (see Table 4-1). These
totals represent approximately 6 percent of the fish eggs and larvae contained
in the Savannah River water passing the intake canal during the 1982 spawning
season and 3 percent during the 1983 spawning season.

Table 4-1 compares the entrainment projections derived from tbe 1977, 1982,

and 1983 ichthyoplankton surveys. In general, the loss estimates from all three
studies are similar, although the 1982 estimates of egg entrainment and the 1983
estimates of larval entrainment are somewhat higher than those of the other
years. (Appendix C contains data on the relative abundance and species composi-
tion of eggs and larvae collected. ) This might be due either to differences in

collection methods used during the two studies or to natural year-to-year varia-
tions in abundance. One of the objectives of the current Savannah River fisher-
ies program is to attempt to determine the cause of these differences .

For the impact assessments made in this document , the worst-case situation

is assumed and the highest projections of fish egg and larvae entrainment are
used (i.e., egg data from 1982 and larval data from 1983). Accordingly, tbe
restart of L-Reactor would result in the entrainment of 7.7 x 106 additional
fish eggs and 11.9 x 106 additional fish larvae annually.

Impingement

Impingement studies were first performed at SRP in 1977 (McFarlane et al.,
1978) and were resumed in March 1982 as part of the expanded Savannah River
aquatic ecology program. The results of these investigations indicate that the
impingement rate is influenced to some degree by several factors, including the

number of pumps in operation, the volume of water pumped, tbe river water level,
the water temperature, and the density and species of fish in the intake canal;
only some of these factors will be affected when the L-Reactor begins operation.
Accordingly, the estimatea of incremental increases in impingemen~ due to
L-Keactor should be used for comparative purposes only.

A total of 684 fish representing 35 species was collected during 52 im-
pingement samplings from Msrch 1982 through February 1983 at the lG, 3G, and
5G pumphouses . The nu”ber of fish impinged varied from O to 98 in a 24-hour
period, with an average of 13.2 fish per sample. This is higher than the im-
pingement estimates from 1977 of 7.3 fish per sample (McFarlane et al ., 1978).

According to the 1982 data, the restart of L-Reactor would result in an addi-
tional 6 fish per day impinged during normal river flow conditions, or a
cumulative total of about 19 fish per day for all SRP operations.

The data from the 1983 portion of the ongoing impingement studies indicate
that more fish were impinged that year than previously. The information for the
12-month period ending August 1983 (the last date for which data are available )

was analyzed to evaluate the latest data.

A total of 3604 fish representing 48 species were
take screens during ninety-eight 24-hour samplea taken
and August 1983. The impingement ranged from O to 540
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of fish impinged ranged from O. 1 gram to 22.9 kilograms per day. The total
weight of the fish impinged during the entire period waa 91.3 kilograms. During

this 12-month period, an average of about 37 fish per day were collected in the
impingement samples. At this rate, a total of 13,505 fish would be impinged

annually.

The majority of the fish were in the family Centrarchidae (71 percent) or
the family Clupeidae (15 percent). The moat common fish, bluespotted sunfish,

AY-6
represented 35 percent (1259) of the total fish collected.

The total number of fish impinged showed a aharp increase in mid-March 1983
and remained high through early May 1983. This high impingement coincided with

considerably higher river water levels than those that occurred during the re-
mainder of the sampling year. During the period of high impingement, most spe-

cies had only slight increasea in numbers impinged; however, a sharp increase
was observed in the numbers of blues potted sunfish and pirate perch caught on
the screens. Both species generally inhabit slower moving areaa of the river,

but they could have been driven out by high water.

Figure 4-1 shows the average number of fish impinged at the three intake
canals and the Savannah River water levels from March 1982 through August 1983.

It is estimated that, under average conditions (baaed on 1983 data), an
additional 16 fish would be impinged each day due to the restart of L-Reactor,

AY-6 owing to increased withdrawal. An estimated 5840 fish per year could be im-
pinged due to L-Reactor operation.

Surveys of the recreational fishery in the fresh-water portions of the
Savannah River indicate that the species caught in greatea t numbers by anglers
are bream (i.e. , bluegill, warmouth, and sunfish), crappie, and catfish (i.e. ,
catfish and bullheads). These species make up about 37 percent of the total
number of fish collected during the impingement studies. Using these data,
estimates can be made of the numbers of these recreational ly import ant fish that
would be lost due to impingement. Table 4-2 sumn!arizea these estimates.

—-The-l argemouth– bass–i-sanother-imporEant-a portfi-sh; -it--i-s-the-second–most-
sought-af ter fresh-water species in the Savannah River. However, because it ia
not often caught, it does not rank highly in annual catch statistics. This
species is impinged rarely at SRP, comprising about O.3 percent of the total
fish collected (i.e. , 2 individuals from a total of 684). The projection of
annual leases under present operating conditions is 14 fish. An additional 6
largemouth bass would be lost annually as a result of L-Reactor operations.

4. 1.1.3 Ground-water usage

During the renovation of L-Reactor, two new wells were drilled. In 1981
and 1982, they produced about O. 28 cubic meter per minute from the Tuacalooaa
Formation. They produced about 0.94 cubic meter per minute in 1983. This
withdrawal rate is not expected to increaae when L-Reactor operation ia resumed

(Du Pent, 1981b).
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Table 4-2. Estimated numbers of fish that would be 10St annually due to
impingement under average river flow conditions (based on

data from September 1982-August 1983)

Estimated loss Loss due Total 10SS
Percentage of under present to L-Reactor with L-React or
total number operating operation operational

Species impinged conditions (estimated) (estimated )

Bream 20 2,633 1114 3,747
Crappie 3 436 184 620
Catfish 3 335 142 477
Largemouth
bass o 30 13 43

Other
species 74 9,989 4226 14,215

All
species 100 13,423 5679 19,102

When L-Reactor is operational, withdrawal of ground water from the Tusca-
loosa Aquifer (excluding incremental pumping by its support facilities), is
estimated to be 20.5 cubic meters per minute at the Savannah River Plant and
about 56.5 cubic meters per minute from all users within about 32 kilometers of
Savannah River Plant (Sections 3.4.2.5 and 5.1. 1.4). Siple (1967) concluded
that the Tuscaloosa aquifer could supply 37.8 cubic meters ~r minute at SRF
with no adverse effects on the pumping capabilities in existing 1960 wells.
Total SRP pumping from the Tuscaloosa in 1960 was about 18.9 cubic inters per
minute.

Drawdown calculations for the Tuscaloosa Aquifer suggest that water levels
at the Plant boundary opposite A- and M-Areas would rise in relation to the

-levels-measured ‘in-t982U(-Ge’drgfa–Powe-r–Co-m~%-n~;-‘1982;‘Dun-Po-rit-,-”198”3h”)‘i-fth”e-SRP
pumping rate decreases from 23.8 (1982) to 20.5 cubic meters per minute. These
projected increases would be about 0.5 meter at Jackson and 0.4 meter at
Talatha. Long-term cyclic water-level fluctuations near SRF often exceed 2
meters (see Figure F-12).

Computer modeling (Marine and Ro”tt, 1975) indicates that the best estimate
of the ground-water flux in the aquifer ia about 110 cubic meters per minute
throughout the Savannah River Plant and adjacent areas (Figures F-25 and F-31
show the study area). The current ground-water flux through the Tuscaloosa in
the Marine -Routt study area is conservatively estimated to be 51 cubic meters
per minute, which ia the study’s loner-bound estimate (see Section F.4.2). This
compares with a withdrawal rate from the study area of 32.0 cubic meters per

mfnute (20.5 for SRP + 11.5 for neighboring off site users). Incremental and
cumulative ground-water “withdrawals are described in Sections 5.1.1.4 and 5.2.3,
respectively.

Pumping tests were conducted on both new L-Area wells. One well had a
drawdown of 8.2 meters and the Other a drawdOw of 12.2 meters when tested for
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a short period of time at flow rates of 2.8 cubic ~ters per minute. From the
average specific capacity of O.27 cubic meter per minute per meter derived dur-
ing the p“mpi~ tests, a short-time drawdown of 3.5 meters (including well
entrance losses) at the center of the cone of depression is calculated for an
L-Area well producing 0.94 cubic meter per minute.

The total dra”down 0.3 meter from the center of the cone of depression is
4.6 meters when the entrance losses are subtracted and the effects of pumping
elsewhere on the Savannah River Plant are included. The upward head differen-
tial between the Tuscaloosa and Congaree Formations in L-Area is calculated to
be about 3.7 meters (Figure 3-9). Thus, 0.3 meter from the center of the cone
of depression, the head differential is about O.9 meter downward. The upward
head differential at the L-Area seepage basin, about 400 meters from the A-Area
wells, is calculated to be 1.4 meters,
L-Area.

principally in response to pumping in
Measurements of upward differentials over the last 10 years show a

gradual decline of about O.16 meter per year (Section 3.4.2.5). This rate of

decline, if it continues, will further reduce the upward head differential
beneath the L-Area seepage basin. However, because pumping rates at SRP are
expected to remain less than the 1983 rate (see Table F-10) over the next 6
years (Sections 5.1.1.4 and 5.2.3), this trend is expected to be retarded. The
hydroa tratigraphic propert ies of the format ions unclerlying the L-Area seepage
basin [principally the green clay (see Section 4.1.2.2) and the pisolitic clay
at the base of the McBean and Congaree Formations , and the thick upper clay
layer of the Ellenton Formation (Table F-1 )] will tend to protect the Tuscaloosa
from contamination by the seepage of pollutants that enter the overlying shallow
ground-water units. The upward head differential will provide additional

protect ion.

As noted in Section 4.1.2.2, contaminants from the L-Reactor seepage basin
that reach the water table are expected to follow a ground-water travel path to
Steel Creek, where they will be discharged through seepline springs. hy Con-

tamination that might reach the Congaree or Tuscaloosa from L-Area would flow
beneath the SRP to the Savannah River and would not affeet offsite groundwater
users; the following ground-water transient times have been estimated (Figures
F-25 and F-26 for flow paths and Table F-1 for flow velocities):

● Congaree Formation -- 76 years
[(12.2 x 103 meters )/(160 meters per year) = 76 years]

● Tuscaloosa Formation -- 250 years

[(13.1 x 103 meters )/(52.2 meters per year) = 250 years]

Pumping from the Tuscaloosa in L-Area will have no effect on the heads in
the Congaree and overlying formations because this aquifer has a very poor hy-
draulic connection with them. The withdrawal of ground water from the Tusca-

loosa in L-Area is not expected to affect either the quality of the water or the
offsite water levels in the aquifer.

In conclusion, the withdrawal of ground water for L-Reactor would be about
0.94 cubic meter per minute. The ground-water withdrawal from the Tuscaloosa is

projected to decrease when L-Reactor operation resumes (excluding incremental
pumping in support of L-Reactor) compared to 1982 pumping; water levels are ex-
pected to rise as a new equilibrium piezometric surface is established at SRP
and neighboring areas. At Jackson and Talatha, projected water levels would

AW- 1
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increase by 0.5 and 0.4 meter, respectively, if sitewide pumping decreases tO
20.5 cubic meters per minute. However, pumping at L-Area would draw down the

water in the Tuscaloosa 10callY, and thereby reduce the upward head difference

between the Tuscaloosa and Congaree to about 1.4 meters beneath the L-Reactor
seepage basin. The withdrawal of ground water from the Tuscaloosa would not

affect water levels in overlying aquifers because of the thick Ellenton clay
unit and the basal Congaree Clay. Important clay layers, principally the green

clay, beneath the L-Reactor seepage basin would tend to protect the Congaree and
Tuscaloosa Aquifers; any contaminants that might reach these aquifers are ex-
pected to flow beneath the SRP to the Savannah River in an estimated 76 to 250
years, respectively, and would not affect offsite ground-water users.

4 .1.1.4 Thermal discharge

The direct discharge of L-Reactor cooling water to Steel Creek, discussed
here, is the reference case to which all mitigation measures (including the
preferred alternative) are compsred (see Section 4.4.2). The preferred alterna-

tive is discussed in Section 4.5 and Appendix L. Section 7.5 discusses the
NPDES permit for L-Reactor.

The L-Reactor cooling system would discharge thermal effluent directly into
Steel Creek, one of five major creeks that drain the Savannah River Plant and
flow into the Savannah River. The temperature of the effluent at the outfall

canal would reach 73°C during extreme meteorological conditions. The effluent
would flow at a rate of about 11 cubic inters per second (natural flow in the
creek at Road B is about 0.17 cubic meter per second; see Section 3.4.1.2).
Modeling (Du Pent, 1982b) of L-Reactor thermal effluents at two power levels
(Figure 4-2) indicated that the thermal discharge would enter the swamp at tem-

peratures between 40”C (spring) and 45°C (summer). Table 4-3 presents tempera-
tures that could occur ac selected points along Steel Creek under the most
severe 5-day meteorological conditions (as determined from conditions between
1976 and 1980). If L-Reactor is operated under these severe conditions, the
water temperature of Steel Creek above its delta would exceed 40”C: the temr)era-
ture of tie effluent when it reaches the Savannah River would be about 33”C’

TC j
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The thermal impact to wetlands would be expected to be similar to condi-
tions that occurred when L-Reactor operated previously. During the past 15
years, through the process of natural succession, these wetlands have become
reestablished. They are, however, structurally different from the closed canopy
of mature cypress and tupelo gum that existed before SRP began operations
(Sharitz, Irwin, and Christy, 1974). Elevated temperatures and water levels
would eliminate between 420 and 580 acres of “etland vegetation within the Steel

Creek corridor. Portions of these areas would revert to mudflats. Sediments
would be transported downstream and deposited on the delta, contributing to its
physical buildup and impacting vegetation.

With the reference case and other once-through alternatives, emergent wet-
land flora and submerge”t hydrophytes, which have revegetated the Steel Creek
delta since 1968, would be eliminated and their substrates would also revert tO
mudflats after resumption of operations. Some herbaceous flora
established on exposed floodplain sediments and elevated stumps

b-lo
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Table 4-3. Predicted seasonal water temperatures of Steel Creek aa a result
of L-Reactor operation (maximum load) and direct discharge

Location Summers Sununerb Springb Winterb

L-Reactor outfall 73C 71 69 66

Road A 54 53 50 46
Road A-17 47 46 42 37
Swamp at delta 46 45 41 36
Mid-swamp 37 35 31 25
Mouth of creek at

Savannah River 34 33 28 21

aBased on the worst 5-day meteorological conditions (July 11-15, 1980)

and the estimated operating power of the reactor. Five-day worst-case wte-
orological conditions provide the basis for a conservatively high estimate of
discharge and downs tream temperatures that are likely to result from the
implementation of a thermal mitigation alternative. The selection of 5-day
worst-case meteorology is also based on a typical cycle of consecutive wte -
orological conditions; it is considered representative of extrew tempera-
tures for which the maintenance of a balanced biological community can be
measured under Section 316(a) of the Federal Water Pollution Control Act of
1972.

bBased on 31J-year average values for meteorological conditions (1953-

1982 ) and the actual power of a“ operating reactor. Summer average tempera-
tures have been included to show the discharge and Steel Creek temperatures
that could be expected if significant temperature excursions above and below
average did not occur.

cThe secondary cooling-water discharge temperature durfng extreme sum-

mer meteorological conditions has been reduced to 73”c. This reduced temper-
ature reflects reduced reactor operating power to compensate for increased
temperatures in the cooling-water supply drawn from the Savannah River during
the warmest summer months.

—

fallen trees . Most of the scrub-shrub and willow-dominated communities would be
eliminated. Between 310 and 420 acres of the delta and swamp vegetation would
be lost. Riverlne vegetation near the wuth of Steel Creek consists primarily
of bottomland hardwood forests; emergent and submergent macrophytes are sparse
or absent. Temperatures as high as 11‘C above ambient for short periods of time
probabIy would not impact these flora. Temperatures of 11“C or higher above
ambient are expected to occur about 10 times a year; each occurrence Is expected
to last about 2.5 days.

Flooding and siltation (fro” erosion of the stream bed and banks) associ-
ated with the therml discharge at 11 cubic meters per second are expected to
modify aquatic habitat in the Steel Creek floodplain and delta. The delta is
expected to expand into the swamp at a mximum rate of about 3 acres per year.
This growth rate WaS calculated using historic data (Ruby, Rinehart, and Reel,
1981) for the period “he” L-Reactor discharged 186-Basin and cooling-water

effluents .to Steel Creek. Wetland habitat is expected to be eliminated or
modified at a rate of about 7 to 1(Iacres per year due to thermal discharge a“d
its associated flooding, siltation (Smith et al., 1981), and fluctuating water
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levels. If the L-Reactor resumed operation with direct discharge, about 420 ITC

acres of the wetlands in the Steel Creek corridor and about 310 acres in the
swamp area, or about 730 acres total, would ha initially affected (reference
case). The 1000 acres of eliminated habitat represent a conservative estimate
of the wetlands that would be affected over a number of years of reactor

operation.

Wildlife

Except for backwater pools or other cool-water refuges, the high water
temperatures from the o“tfall to the delta (resulting from direct discharge, the
reference case) would make the section of Steel Creek below L-Reactor uninhabit-
able for amphibian eggs and larvae. Adult life forms might survive along the
stream mrgins or relocate to adjacent habita.

Reptiles are more dependent on aquatic habitat for food (i.e., insects,
fish, amphibians) and ahelter than for reproduction. The elevated water temper-

ature and the elimination of prey organisms would eliminate the habitata of
semiaquatic snakes and turtles upstream from the delta and would cause a marked
decrease in species richness. Portions of the delta might provide marginal
habitat for water snakes and turtles following L-Reactor restart.

The endangered American alligator inhabits all parts of Steel Creek from

the L-Reactor outfall to the cypress-tupelo forest adjacent to the steel creek
delta; it also usea areas lateral to Steel Creek, including Carolina bays, back-
water lagoons, and beaver ponds. The number of alligators inhabiting the Steel
Creek area ranges during the year between 23 and 35 individuals. Telemetry
studies showed that males had larger ho~ ranges than juveniles and females;
males sometimes moved from the delta into the Savannah River swamp. The releaae

of cooling water from L-Reactor would eliminate alligator habitat in Steel Creek
from the reactor outfall to the Savannah River, except for backwater pools or
other cool-water refuges, by increasing the water temperature above physiolog-

1tally tolerable limits, eliminating principal food sources, and possibly
inundating nests and shallow-water wintering habitats (Smith et al. , 1981,
1982). Red sore, a bacterium-caused disease that affects fish and reptiles,

could becom more prevalent with thermal loading and could affect the Amrican
alligator. Conditions conducive to the reproduction of this bacterium, however,

are very specific (i.e., water temperature, pH, etc. ).

L-Reactor startup would take several days. Adult alligators should be able

to avoid heated areas and emigrate to suitable nearby habitats. During winter,

alligators might seek the warmer effluent waters until temperatures again rise
above acceptable limits in late spring and summr. Juveniles also would be ex–

petted to avoid thermal effluents, but these smaller alligators would have mre
difficulty relocating to suitable habitats and would be exposed to greater
predation. A startup in late spring and summer could destroy both nests and
eggs. Winter startup could be fatal to torpid individuals that oveminter in

shallow-water areas along the creek and in the delta. The DOE has initiated the

consultation process with the U.S. Fish and Wildlife Service to determine the
needed mitigation meaaures in the event of a winter or spring startup.

The Savannah River swamp and Steel Creek delta provide an important re-
gional sanctuary and refuge for waterfowl. Over 400 wood ducks and nearly

1200 mallards have been observed roosting and feediw in the Steel Creek delta.
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Seven other species of waterfowl also use this area. The Steel Creek delta also

provides important foraging habitat for the wood stork, a large wading bird that
is listed as an endangered species (USDOI, 1964). A total of 102 bfrda was ob-

served feeding in the Steel Creek delta in 1983. No wood stork nests occur on
the SRP site. (DOE has initiated a consultation proceaa with the U.S. Fish and

Wildlife Service on the wood stork. ) Thermal diacharge would eliminate feeding

and roosting habitat due to vegetative mrtality and would adversely affect food
sources such as fish because water temperatures would preclude their presence.

Semiaquatic mammals that would be affected by the thermal effluent include
the kaver, river otter, mink, and muskrat. Adults should not experience uor-

tality due to increased flow and temperature, but f100ding during the breeding
season could adveraely affect the young. Except for the muskrat, these apeciea

are common throughout the Savannah River Plant.

Aquatic biota

The direct discharge of cooling-water effluent to Steel Creek (reference

caae) would eliminate mst of the biota of the ~in channel from the L–Reactor
outfall downstream to the delta. Population of thermotolerant and thermophilic

algae, such as blue-greens, would be expected to increase (Gibbons and Sharitz,
1974). These organisma thrive in areas where species more sensitive to elevated
temperatures cannot compete. According to information on the SRP thermal
streams (Four Mile Creek and Pen Branch), few higher organism are likely to
survive in the main-stream channel of Steel Creek. As the effluent roves away
from the L-Reactor outfall, the temperature would decline and more organiama
would occur, beginning with the mat thermally tolerant (Du Pent, 1982b).

During thermal discharge, Steel Creek would not be suitable for fish of
recreational or commercial importance; fish presently in Steel Creek would move
to avoid heated effluents. In addition, the warmer waters of Steel Creek might

prevent acceas to the floodplain swamp by fish from the river. Temperature
tolerance data indicate that most, if not all, spawning activity could be elimi-
nated by the thermal effluent; however, other similar spawning habitat ia avail-
able in thermally unaffected areas on the Savannah River Plant and along the
Savannah River. The moat common fish remaining in the Steel Creek area probably
would be the msquitof”i~h~l~ h~u—gh~-few centraicliids “figh”t-otFur-”ifi”bkckwater –
areas and tributary streams such aa Meyers Branch (Cherry et al. , 1976; Falke
and Smith, 1974; Ferena and Murphy, 1974; McFarlane, 1976; McFarlane et al.,
1978).

Although 2280 acres of the wetlanda along Steel Creek above L-Area and

along Meyers Branch above its confluence with Steel Creek would not receive di-
rect thermal discharge, acceas to these areas by fish from the Savannah River
will be restricted. The entrance to Boggy Gut Creek, an offsite tributary im-
mediately downriver of Steel Creek, could be blocked by the thermal plume at
times and fish access would be limited. Wetland areas of Boggy Gut total about
230 acres.

Thermal diachar~e to the Savannah River

Existing thermal discharges from the Savannah River Plant to the Savannah
River include those from K-Reactor, which diachargea to Steel Creek via Pen
Branch, and C-Reactor and the D-Area powerhouse, which discharge to the Savannah
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River via Four Mile Creek and Beaver Dam Creek, respectively. With the refer-

ence case, the resumption of L-Reactor operations would increase the thermal
discharge to Steel Creek below its confluence with Pen Branch and increase the
SiZe of the therml plum in the Savannah River.

Thermal plume. Since 1968 (K-Reactor operating and L-Reactor on standby) ,
the discharge to the Savannah River from Steel Creek haa been about 15.6 cubic
meters per second at temperatures typically less than 5.6°C above ambient river

temperature (Du Pent, 1982b). Judging from previous operating experience, the
discharge with both K- and L-Reactors operating should increase to about 27.4
cubic meters per second; during the warmer mnthe, the creek-to-river delta-T
should average about 7.2”C.

The thermal plum from Steel Creek would remain on the South Carolina side
of the Savannah River until it becomes completely mixed with the river water,
typically about 1.5 river miles (2.4 kilometers) downstream from the mouth of
the Steel Creek (Du Pent, 1983b). Thus, a zone of passage for anadromous fish
would exist in the river.

Computer simulations were used to predict the temperature in the Steel
Creek thermal pluw and at the point of entry into the Savannah River to the
point of complete mixing of the plume with river water, about 1.5 river miles
downstream from the muth of the Steel Creek (Du Pent, 1983b). Figure 4-3 showa
the results of this modeling for a river flow of 175.6 cubic meters per second
at the muth of Steel Creek that, with two reactors operating, corresponds to a
flow of 178.4 cubic meters per second at Augusta (River Mile 187.4). A flow of
at least 178.4 cubic meters per second is mintained 80 percent of the time at
Augusta by the Army Corps of Engineers (see Section 3.4.1 ). Under the con-

ditions shown in Figure 4-3, a creek-to-river delta-T greater than 9°C would be
required to exceed a 2.8°C temperature difference acrosa a mixing zone boundary
in the river defined by 25 percent of the cross-sectional area of the river (see
the upper, solid curve). The lower, dashed curve represents the temperature

difference along a 33-percent surface-area mfxing zone boundary.

Figure 4–4 is a compilation of the mdeling results discussed above. The

uPPer (sOlid) curve representa the calculated creek-to-river delta-T fOr corre-
sponding river flows and only L-Reactor discharging to Steel Creek. Similarly,
the lower (dashed) curve represents the case when the thermal effluent from both
K– and L-Reactors is discharged through the muth of Steel Creek.

The temperature increaae of the Savannah River would depend on several fac-
tors: the ti~ of the year, flow rates of the river, and SRP operating condi-
tIons. Table 4-4 lists the projected increases in water temperature from

L-Reactor during August as a function of flow with three reactors discharging to
the river.

Computer simulations also show that the muth of Boggy Gut Branch would be
affected by the L-Reactor thermal plume. These effects for the spawning months

of February through June are shown in Figure 4-5; the computed temperature at
the mouth of Boggy Gut Branch is plotted for the case of both K- and L-Reactors
discharging through the mouth of Steel Creek and a river flow of 320 cubic
meters per second. This river flow, which is 82 percent of the average flow

during the 5-month spawning seaaon (Figure 3-6), was chosen to reflect lower
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Table 4-4. Projected L-Reactor contribution to the udxed
river temperature increase during Augusta

L-Reactor

Savannah River contribution to
flow at Ellenton river temperature Description of flow

Landing (m3/see) increase (“C) at Ellenton Landing

159.0 0.70 7-day, 10-year low flow

179.4 0.67 Mean for annual 7-day

low flows, 1964-1983
295.0 0.45 Long-term average flow

aAdapted from Du Pent (1982b).

flows that mfght occur as the result of the filling of Russell Dam (Section
3.4. 1) and lower flows during periods of drought. Two temperature curves are

plotted for the mouth of Boggy Gut Branch, one for a Steel Creek-to-rfver
delta-T of 7.2°C (average) and another for a delta-T of 11.l°C (24 events per
year with a 2.5-day duration on the average). Figure 4-5 also shows the monthly

average maximum river temperature meaaured daily at Ellenton Landing.

Ecological impacts.

Savannah River only near
ence of Steel Creek with
mmmals that inhabit the

Direct discharge would produce a thermal impact on the
the mouth of Steel Creek. Downriver from the conflu-
the river, no adverse impacts to reptiles, birds, or
river’s riparian habitata are expected.

The temperatures near the muth of Steel Creek could be high enough to

exclude the creek and its floodplain as potential spawning areas for riverine
and anadromous fish such aa the blueback herring during the spawning season.
However, temperature measurements in the river (OU Pent, 1982b) and thermal
modeling indicate that the thermal plume would remain close enough to the South

Carolina shore to permit a zone of passage for migrating fish such as American
shad, blueback her.ci.ng.,_s.tr.ip.ed_.bass.,._and_Atlantic-and- shor.tnose–sturgeon.(.Du– —
Pent, 1982b).

Studies we,re conducted by the Academy of Natural Sciences of Philadelphia
(ANSP, 1953, 1957, 1961, 1967, 1970, 1977) to nmnitor the effects of SRP opera-
tion on the general health of the Savannah River. ANSP studies (Matthews,
1982) indicate that no major changes in the presence of species have occurred
from past Savannah River operations at their stations or are expected to occur
from the addition of heat and cooling water from L-Reactor.

4.1 .1.5 Wastewater discharges

Liquid effluent discharges to Steel Creek

Liquid effluent from L-Area would ha”e chemical compositions that are aimi-

lar to those from other SRp reactor
their approximate annual flow rates

areaa. The L-Area effluent
are listed in Table 4-5.
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Table 4-5. Sources of effluent streams to

Steel Creek from L-Areaa

Approximate annual
Effluent stream sources flow rate (m3)

Cooling water, process 3.4 x 108
water, cooling reservoir,
sanitary wastewater

Heating/cooling, offices 1.4 x 104
Water treatment plant 2.6 X 105

Cooling water for engine
building 1.6 x 106

aAdapted from Du Pent (1982b).

With the reference case, some of the chemicals discharged through these
outfalls to Steel Creek would originate from the Savannah River water pumped
through the reactor secondary cooling system. Table 4-6 lists estimated L-Area
liquid effluent chemical loads and compares them with the corresponding water
quality or drinking-water standard and with concentrations mr!asured in Steel
Creek and in the Savannah River above and below the Savannah River Plant.
Available measurements from the Savannah River (Table 4-6; Marter, 1970; Mat-
thews, 1982) indicate little variation in measured quantities between upstream

and downstream locations from present 58P operations; L-Reactor operation would
not be expected to alter this situation significantly. Because of the high
cooling-water flow rates to Steel Creek, most chemical contaminants would be
expected to be transported through the swamp into the Savannah River, although
flocculated suspended sediments would be expected to settle and accumulate in
the swamp. No significant impact on swamp-water quality would be expected.

Sanitary discharges

Sanitary wast~w.ater would b.e..chlo.r.inated..at.a,packaged. .treatment..plant-and.
discharged through the L-Reactor area wastewater sewer to Steel Creek. The
sanitary wastewater-t reatmnt plant is designed for a maximum flow of 132 cubic
meters per day. The treatment-plant size was selected to be adequate for the
expected operating work force. The discharge would meet NPDES permit (Du Pent,
1981a) requirements and would have no major impact on Steel Creek (DLIPent,
1982b). Sewage sludge would be transported to an existirig basin near the Cen-
tral Shops. Samples of sludge from similar treatment facilities indicate that
it Is not hazardous (Du Pent, 1982b).

Cooling-water reservoir (186-Basin)

The 95-million-liter cooling-water processing basin (186-Basin) is cleaned
annually during periods of reactor shutdown to remove accumulated solids. About
110 metric tons of the 5530 metric tons of suspended solids that would enter the

186-Basin annually are expected to be deposited in the basin. This sediment
would be flushed to Steel Creek over a period of several days. During flushing,
the suspended solids concentrations in the effluent would be about 60 to 160

parts per million. This operation, which requires a variance from NPDES perudt
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limits, is a continuation of current practice. It has been perfor!ned many times
at the other reactors with no evidence of detrimental impact. Most of the sus-
pended solids released from the 186-Basin would settle in the streambed before
reaching the swamp (Riser, 1977; Geisy and Briese, 1978; Du Pent, 1981a; Ruby et
al. , 1981). When L-Reactor discharges resume (about 11 cubic meters per
second), the resuspension of some of this settled sediment could contribute a
small amount of material to the delta, which is expected to grow at a rate of
about 3 acres per year with direct discharge (reference case).

4.1.1.6 Atmospheric releases

Nonradiological pollutants emitted into the atmosphere as a direct result

of the operation of L-Reactor would come primarily from the K-Area coal-fired
steam plant and the diesel generators at the L-Area.

The steam demands for L-Reactor would require an additional 6400 metric
tons of coal to be burned annually at the K-Area steam plant. Emissions of par-
ticulate, sulfur oxides , nitrogen oxides , carbon monoxide , and volatile organic

compounds from the steam plant would increase 15 percent, as illustrated in
Table 4-7. This facility was constructed before 1975. No modifications are

required; therefore,
TC

existing permits allow the product ion of additional power.

Fourteen emergency diesel generators are located in L-Area; six would oper-

ate continuously. The estimated annual diesel fuel consumption rate is 940

cubic meters for all generators. The emissions from these generators are listed
in Table 4-7.

The operation of the L-Reactor would not violate any ambient air quality
atandard.

4.1.1.7 Solid wastes

Solid nonradioactive was tes generated by the resumption of L-Reactor opera-

tion would consist of trash and sanitary waste sludge. Trash would be generated

at a rate comparable to those experienced by other SRP reactors; it would be
disposed of in the SRP sanitary landfill. This landfill will be expanded from

about 0.04 to 0.13 square kilometer. This expansion, which will occur in any

event, ensures an adequate capacity for SRP operation, including L-Reactor, for

rcany years (OU Pent, 1982b). Ten wells monitor the effluent from the landfill

to the ground water of the McBean Formation. Quarterly analyses of water from

these wells have shorn little impact on the McBean ground water.

Periodically, treated sludge would be pumped from the sanitary waa te treat-

ment plant sludge holding tank tO a mobile tank and transported tO the sludge
pit near the Central Shops area. Approximately 48,000 liters (50 percent water)

of the sludge from L-Area would be disposed of in the sludge pit annually. No
impact is expected on the operation of the sludge pit.

4-23



4.1.1.8 Noise

During the normal operation of L-Reactor , external noise levels would pri-
marily be those associated “ith the movement of motor vehicles ; they would be
Well within acceptable levels in the area. At the nearest offsite residence ,
about 10 kilometers away, noise from normal operations would not be detectable.
Inside buildings , operators exposed to noise from machinery and other operating
equipment “o”ld wear protective equipment in accordance with SRP standards and

regulations of the U.S. Occupational Safety and Health Administration.

4.1.2 Radiological impacts of L-Reactor operation

The operation of L-Reactor would have radiological impacts similar to those
of the currently operating SRP reactors. The net effect would be about a one-
third increase in the release of radioactive materials to the environment , in
the total occupational dose of SRP workers , and in the amount of radioactive
waste to be disposed of in the high-level waste tanks and in the low-level waste
burial ground. This section characterizes these radiological impacts due to the
normal operation of L-Reactor only uncler the reference case (direct discharge of
cooling water to Steel Creek). Radiological impacts due to SRP facilities that
would support L-Reactor are addressed in Sect ion 5.1.2. Appendix B describes
dose calculation models and basic assumptions.

Figure 4-6 shows potential pathways for radiation exposures to man from
radionuclides released from a nuclear facility. Sxternal doses result from ex-
posure to airborne effluents, from swimming and other recreational activities ,
and from exposure to ground deposition of radionuclides. There are no known
users of Savannah River water for irrigation downstream from SRP (Section
3.4. 1.3); contaminants that tight reach
reach offsite sources that are used for
Figures F-25 and F-26). Internal doses

effluents and the ingestion of food and

the ground water beneath SRP will not
irrigation (Section 5.1.1. 2; Appendix F,
result from the inhalation of airborne
water that contain radionuclides.

4.1.2.1 Atmospheric releases of radioactivity

TC

DA-17

Radioactive materials would be released to the atmosphere during L-Reactor
operation from three release points : (1) from the 61-meter stack, which would
discharge most of the gaseous effluents generated in reactor-building operation,
(2) at ground level from evaporation of water from the fuel and target disas-
sembly basin, and (3) at ground level from evaporation of water from the L-Area
seepage basin. The releases from the stack would consist of radionuclide gases

that enter the reactor ventilation system from the evaporation of process water,
from the pressurized reactor blanket gas system, and from the air space btween
the reactor and the thermal shield.

Tritium releases would increase as the tritium content of reactor process
water builds up to equilibrium. Table 4-8 lists the expected first- and

tenth-year (equilibrium) atmospheric releases from normal L-Reactor operation
(Du pent, 1982b). The values are based on annual releases from P-, K-, and

C-Reactor operations for 1978, 1979, and 1980; however, the values for tritium
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Table 4-8. Expected annual atmospheric releases
from L-Reactor operation

(curies per year )

lst-year 10th-year
Radionuclide operation operation

H_3b 5,490 54,900
C-14 12 12
AK-41 19,500 19,500
Kr-85m 600 600
Kr-87 540 540
Kr-88 790 790
1-131 0.00414 0.00414
Xe-133 1,700 1,700
Xe-135 1,400 1,400
Unidentified

beta-gannnac 0.0002 0.0002
Unidentified

alphad 0.000001 0.000001

aThe expected annual average concentrations

at the SRP site boundary would be well within the
DOE concentration guides for uncontrolled areas
(DOE, 1981b).

bI”cludes evaporative losses at ground level

from the disassembly basin and the seepage basin.
cAssumed to be strontium-90.
dAssumed to be plutonium-239.

evaporation from the disassembly basin and for tritium from the seepage basin
have been adjusted for more frequent target discharges expected at L-Reactor.

4.1.2.2 Wastewater discharges of radioactivity

During normal operations, radioactive materials would & discharged in
liquid effluents from L-Reactor to Steel Creek as a result of small process-
water leaks into the cooling water in the reactor heat exchangers, and by re-
leaaes into the process sewer. Liquids (as mch as 1890 cubic meters) would al-
so be discharged about twice a year from the disassembly basin to the L-Reactor
seepage basin (Figure 3-10) . This purge of water would be necessary to keep the

tritium concentration in the disassembly basin water below the level that en-
sures safe working conditions. The water in the disassembly basin would bcome

contaminated when fuel and target assemblies are discharged from the reactor;
some tritium and other radionuclides would be carried over in the process water
adhering to the assemblies, and som as tritiated heavy water (DTO) contained as
water of hydration in aluminum oxide on the assemblies. The disassembly baaIn

water would be filtered, deionized, and monitored before it is discharged. The
amount of tritium discharged in liquid effluents from L-Reactor would gradually
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increase with time as the tritium content of process water increases from neu-
tron activation. After about 10 years of operation, the tritium content of

process water would reach equilibrium (i.e. , amount of new tritium produced
equals amount lost through radioactive decay, leakage, and carryover and dis-
charge operations ) and remain relatively constant with continued reactor
operation.

The migration of the discharged liquid in a shallow aquifer from the seep-

age basin to the outcrop along Steel Creek would allow the tritium to partially
decay before being discharged to the creek. Only local and minor changes in

watert able elevation are expected. The green clay and important confining

clays in underlying formations would prevent releaaes to the seepage basin from
impacting the upward head differential between the Tuscaloosa and Congaree For-
mations. It would also be an important barrier to the migration of contatinanta

from the seepage basin to lower hydrostratigraphic units. In the Separations
Areaa, the green clay (about 2 meters thick) supports a head difference of about
24 meters between the McBean and Congaree Formations. Based on water Samples
obtained for tritium analysis from the Congaree near the H-Area seepage basin
[well 35-D (Figure F-34) ], the green clay has effeetively protected the Congaree
ground water from contamination that enters the shallow ground-water system from
the H-Area seepage basins (Marine, 1965). Water samplea obtained in February
1984 from Well 35-D confirm the absence of tritium contamination in Congaree
ground water. In the L-Area, the green clay is about 7 meters thick. Along the
strike at the Par Pond pumphouse well (Figure F-13), the green clay also sup-
ports a large head difference. The water pumped from the Congaree Formation at

the Par Pond pumphouse shows no evide,nce of tritium contamination, even though
the tritium concentration in this lake waa measured at 27,000 picocuries per
liter. Water pumped from the Congaree by the pumphouse well exhibited tritium
concentrations of 170 picocurfes per liter or less, in comparison to concentra-
tions of 260 * 60 picocuries per liter in offsite well water (Ashley and
Zeigler, 1981).

These discharges to a seepage basin would cause contamination of the upper-
most layer of the water-table aquifer (Barnwell Formation). Subsurface contami-
nant migration is controlled by the rate and direction of ground-water flow, the
abso~p.t.i~.c.ap.abilities._of_the..sedimnt s,_and–hydrodynamic –dispersion. -–The -seal--
iments of the Savannah River Plant exhibit greater horizontal than vertical
hydraulic conduct ivities, enhancing lateral movement (Root , 1983). Analyses
indicate that the filtered and deionized disassembly-basin wastewater, after its
discharge to the L-Reactor seepage basin, would seep into the shallow ground
water and flow laterally to seepline springs along Steel Creek. The upward head
differential between the Tuscaloosa and Congaree Formations at L-Area is pre-
sently about 3.7 meters (Figure 3-9; SectiOn 3.4.2. 1), except ~ear the prOd”c_
tion wells, where the differential becomes O.9 meter downward at O.3 meter from
the centers of the cones of depression; current projections cal1 for the con-
tinued presence of an upward differential for 10 or more years after L-Reactor
operation resumes. This head differential and the clay layers beneath L-Area
would tend to protect the Tuscaloosa Aquifer (see Section 4.1. 1.3). The SRP has
discharged contaminated wastewater to seepage basins in the central part of the
Plant site since the mid-1950s. To date, no contamination of the Tuscaloosa
Aquifer has occurred in this area (Ashley a“d Zeigler, 1981 ; Marine, 1965).
Contaminants that might reach the Congaree or Tuscaloosa would be discharged to
the Savannah River in about 76 or 250 years, respectively, as noted in Sections
4.1.1.3 and F.2.3.2, and in Du Pent (1983h).
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@Ourlts of radioactive materials that reach the o~tcrOp area on Steel Creek
were calculated ~a a functiOn of time, considering ground-water travel time from
the seepage hsin area to Steel Creek (4.4 years), radionuclide retardation by
ion exchange, and radioactive decay (D” Pent, 1982b; also see Appendix B). How-
ever, based on a travel path of 490 meters , a gradient of 1.88 perr.ant, and a
ground-water velocity of 14.5 meters per year per percent gradient, a more
realistic travel-time estimate ia 18 years (Root , 1983; also see Table F-l).

Ashley, Zeigler, and Culp (1982) also considered the radiOactive ~terial
released to the seepage basin during previous L-Reactor operations. Isotopes
that are highly nmbile (e.g. , tritium, rubidium-106, and promethium-147) will
already have left the area (in accordance with the ground-water travel time of
4.4 yeara and the fact that the previous radioactive releases to the seepage
stopped in 1969). Other discharged isotopes (e.g. , cobalt-60, strontium-90, and
cesium-137), which are almst immbile , will result in negligible doses bacauae
they decay almost completely before they exit at the outcrop.

Table 4-9 shows expected annual liquid releases from L-Reactor operation
for the first year and after the tenth year of operation (Du Pent, 1982b) . The
direct releases to Steel Creek and to the seepage basin are based on average
annual releases from P-, K-, and C-Reactors during 1978, 1979, and 1980, b“t
have been ‘adjusted upward for the more frequent assembly discharges expected
from L-Reactor operatiOn. & noted in the table , 30 percent of the tritium dis-
charged to the seepage basin is expected to be released to the atmosphere by
evaporation. The expected average annual concentrations of radionuclides at the
Steel Creek mouth are calculated to be well within the DOE concentration guides
for uncontrolled areas (DOE, 1981b).

4.1.2.3 ~se commitments from releases from L-Reactor operation

Maximum individual dose from atmospheric releases. The individual who
would receive the highest dose from atmospheric relea.qes from L-Rea~tOr “as ~a-
sumed to reside continuous y at the SRP boundary about 12 kilometers from the
reactor. ‘Theselection of the location of maximum pOtential dose Waa baaed on
considerations of distance to the plant boundary, releases to the atmosphere,
and meteorological dispersion characteristics.

The maximum total-body dose to an individual (a child) was calculated to
range from 0.062 to 0.29 millirem in the first and tenth year, respectively
(Table 4-10). These doses are only O.067 and 0.31 percent, respectively, Of the

average dose of 93 millirem (Du Pent, 1982b) received by an individual living
near the sRP site from natural radiation. More detailed dose data by age

groups, organs , and exposure pathways are given in Appendix B.

EN-44

Population dose from atmospheric releases. The total-body dose to the

population of 852,000 (projected for year 2000) who would be living within 80
kilometers of the Savannah River Plant waa calculated to range from 3.0 to 13.5

person-rem in the first and tenth year, respectively. More detailed dose data

by age groups, organs , and exposure pathways are given in Appendix B.
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Table 4-10. Annual total-body dose to
maximally exposed individual
from atmospheric releases from
L-Reactor (millirem per year)

Age group 1st year 10th year

Adult 0.052 0.21
Teen 0.054 0.23
Child 0.062 0.29
Infant 0.051 0.16

Maximum individual dose from liquid release a. The individual who would re-
ceive the highes t dose from liquid effluent a from L-Reactor operation is assumed
to live near the Savannah River, downstream from the.Savannah River Plant. This
individual ia assumed to use river water regularly for drinking , to consume fish
from the river, and to receive external exposures from shoreline activities,

swimming, and boating. This individual is also assumed to drink more water and
eat more fish than an average person.

Total-body doses to the various age groups for the maximally exposed indi-
vidual are shorn in Table 4-11. Oetailed dose tablea by age groups, orgam , and
exposure pathways are presented in Appendix B. Generally, children would re-

ceive the highest dose, ranging from 0.0094 millirem in the first year to O. 11
millirem in the tenth year. More than 75 percent of these doses would be from

drinking water; most of the remainder would be from fish consumption. The
highest calculated organ dose would be about O.26 millirem to the child’s bone
in both the first and tenth year of L-Reactor operation.

Table 4-11. Annual total-body dose to
maximally exposed individual
from liquid releases from
L-Reactor (millirem per year)

Age group 1st year 10th year

Adult 0.0072 0.087
Teen 0.0056 0.062
Child 0.0094 0.11
Infant 0.0062 0.11

Population dose from liquid releases. Savannah River water is not used for

drinking within 80 kilometers of Savannah River plant; therefore the dose to the

population in this area would come from eating fish and shellfish, from shore-

line activities, and from swimming and boating.
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The total-body dose to the population of 852,000 estimated to be living
within 80 kilometers of the Savannah River Plant in the year 2000 was calculated
to range from 0.0088 to 0.018 person-rem in the first and tenth year, respec-
tively (Table 4-12). About 90 percent of this dose would be from the consump-

tion of fish.

Table 4-12. Population total-body doses (100-
year dose equivalents ) from liquid
releases from L-Reactor operation
(person-rem per year)

Population group Ist year 10th year

80-km radius 0.0088 0.018
Beaufort-Jaaper 0.29 5.0
Port Wentworth 0.46 8.2

Total 0.76 13.2

The Beau fort-Jasper and Port Wentworth population groups use the Savannah
River as a source of potable water. While these groups are beyond the 80-
kilometer radius of the Savannah River Plant (about 100 river ~ileS d~~St=~am) ,

the drinking-water doses have been calculated. The total-body dose delivered to
these populations (about 317,000 people are expected to consume water from the
Beaufort-Jackson and Port Wentworth water treatment plants by the year 2000)
from drinking water was calculated to range from 0.75 to 13 person-rem in the
first and tenth year of operation, respectively (Table 4-12) . These doses would
be about 0.0025 and 0.044 percent, respectively, of the exposure of about 29,501J

TC I person-rem to these populations received from natural radiation. Approximately
65 percent of the drinking-water dose would be from tritium in the first year of

operation, increasing to greater than 95 percent in the tenth year. More de-
tai-led- dose- data—by–age–groups; ‘by–organs, -and-by “exp”osurepat hwa~s are gl”venIn
Appendix B.

4.1 .2.4 Cesium-137 and cobalt-60 redistribution dose commitment

As ahown by Table 4-9, resumption of L-Reactor operation would add only

small amounts of radionuclides to Steel Creek. However, the reactivation would
transport a portion of the cesium-137 and cObalt-60 in”entOrie~ that =e~i” in

the Steel Creek channel and floodplain.

The amount of cesium-137 and cobalt-60 transported from Steel Creek to
the Savannah River and to the offsite Creek Plantation Swamp as the result of
L-Reactor operation With the direct discharge ~t COOIIng water to steel Creek
(reference caae) was calculated using empirical models based on monitoring in
1976 and 1982 of sediment and cesi”m-137/cobalt-60 transport in Steel Creek and
on the historic floodi”g re~Ord for the Swa”P (Du pent , 1982a, 1983a; Langley

and Marter, 1973; Appendix D).

4-32

—



The total (both suspended solid and dissolved fraction) amount of radio-
cesium estimated to be remobilized and transported from Steel Creek during the
first year of resumed L-Reactor operation would be 4.4 * 2.2 curies . In the
second year, it is anticipated that this value would bs reduced to 2.3 ● 1.8

curies. Thereafter, a 20-percent reduction in transport per year is assumed.
Thus , after 10 years of resumed operation, approximately 14.4 curies of
cesium-137 would have been transported to the Savannah River-swamp system
(Du Pent, 1983a).

The 2.l-curie decreaae from the first to the second year is based on the
assumption that the coollng~ater effluent would no longer desorb radiocesium
from the creekbed and floodplain sediments in Steel Creek and that no more
radiocesium would be contributed from vegetation. Based on recent studies
(Du Pent, 1983a), the sediment-water transport estimate presented here is sub-
stantially less than initially estimated (Du Pent , 1982a) ; however, the original
estimates of tranaport resulting from hot water resorption (1.7 * 0.2 curies)
and the loss of vegetation containing 0.4 * 0.2 curie remain unchanged (see
Section D.4).

The total amount of radiocobalt to be remobilized and transported from

Steel Creek during the first year of resumed L-Reactor operation is conserva-
tively estimated to be 0.25 ● 0.13 curie. This total would consist of a
O.16-curie-per-year fraction associated with sediment-water transport and a
0.09-curie-per-year fraction associated with desorptive transport. During the
second year, as much as 0.14 * 0.10 curie would be transported in association
with the suspended sediments (0.16 curie per year x 0.876 decay factor = O.14
curie per year; Hayes and Watts, 1983). Approximately O.6 curie of cobalt-60

would be transported to the Savannah River-swamp system during the first 10
years of resumed L-Reactor operation (Du Pent, 1983a).

Tables 4-13 and 4-14 list the amounts of cesium-137 and cobalt-60, respec-

tively, that would be transported and concentrations in water for the first,
second, and tenth years after resumption of L-Reactor operation. Maximum con-

centration of cesium-137 and cobalt-60 occurring 1.5 river miles below Steel
Creek muth (the point of complete mixing of Steel Creek and river water) ia
predicted to be 1/425 and 1/3300, respectively, of the Environmental Protection
Agency (EPA) drinking-water standard. Concentrations in finished water from the

Beaufort-Jasper and Cherokee Hill water treatment plants are predicted to be
small fractions (at most 1/2200 and 1/4160 for cesium-137 and cobalt-60, respec-
tively ) of these drinking-water standards (Ou Pent, 1983a).

The methodology used to calculate dose commitments for remobilized radio-

cesium and cobalt-60 is discussed in Appendix B. The dose calculations were

msde with the assumption that all cesium-137 and cobalt-60 released from Steel
Creek would reach the Savannah River and complete fixing in the river would
occur within 2.4 kilometers of the mouth of Steel creek at an annual average
river flow rate of 295 cubic ~ters per second. The dose associated with the

first year of L-Reactor operation was analyzed because releases would be highest
in that year (4.4 curies of cesium-137 and 0.25 curie of cobalt-60) and would
decrease continuously in subsequent years.
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Maximum individual dose. The dose to the maximally exposed individual from

redistribution of cesium-137 and cobalt-60 in the first year is shown in Table
4-15 by sge groups. An adult would receive the msximum total-body dose of 3.5

millirem. Greater than 99 percent of this dose is from cesfum-137. Fish con-

sumption (34 kilograms ~r year) would account for 99 percent of the dose, and
drinking water (730 liters per year) for O.7 percent. Shoreline activities,

swimming, and boating would account for the remainder of the dose. The msximum
dose to an organ was calculated to be 5.3 millirem to the liver of a teenager
and an adult. The total-body dose to an adult would decrease to 0.31 millirem
in the tenth year.

Population dose. The total-body dose to the population within 80 kilo-

meters of the Savannah River Plant from freshwater fish and salt”ater shellfish
consumption and from recreational activities on the river was calculated to be
9.0 person-rem in the first year (Table 4-16). About 99 percent of this dose
would be from consumption of river fish and is almost entirely from cesium-137.
Total-body dose to water consumers in Port Wentworth and Beau fort-Jasper was
calculated to be 0.80 person-rem in the first year. About 95 percent of this

dose would be accounted for by cesium-137. The dose calculations for these
water consumers take into account the removal of a large fraction of the cesium-
137 during the water-treatment process (Du Pent , 1983a). In the tenth year, the
80-kilometer-radius population dose would decrease to 0.80 person-rem and the
combined Beau fort-Jasper and Port Wentworth water consumer dose would decrease
to O.067 person-rem. Additional tables providi~ detailed cesium-137 and
cobalt-60 dose results by age groups, orgaw , and exposure pathways are given
in Appendix B.

4.1.2.5 Summary of offsite dose commitments from L-Reactor operation

Table 4-17 summarizes the maximum individual and population dose commit-

ments result ing from the resumption of L-Reactor operation. The numbers listed
as totals for individual and population doses are conservative maximums; to re-

ceive these doses, the ‘“compsite”’ individual (or population) would have to oc-
‘—cupy–s everal-~ocat ions-simu+-taneously~--fn–addi-ti on; –the-dose for -radiocesi~m.—. –

and cobalt-60 transport calculated for the first year would decrease con-
tinuously in subsequent years.

TC

The composite maximum individual dose of 3.6 millirem would occur in the
firs t year of L-Reactor operation and is about 26 times less than the average
dose of 93 millirem (Du Pent , 1982a) received by an individual living near the
SRP site from natural radiation. The composite dose in the tenth year would bs
O.61 millirem. These dosea are on the order of 1 percent or less of the DOE
radiation protection guides (DOE Order 5480. 1A, Chapter 11). me maximum popu-
lation dose of 27.6 person-rem in the tenth year of L-Reactor operation would be
less than 0.025 percent of the exposure of about 109,000 person-rem to the ppu-
lation living within 80 kilometers of the Savannah River Plant and the Beaufort-
Jasper and Port Wentworth drinking ~ater population from natural rsdiation
sources.

4-36



Table 4-17. Summry of total-body dose cmnmitments
from the operation of L-Reactor

TC

TC

Source of 1st-year 10th-year
exposure dose dose

MAxIMuM INDIVIDUAL ADULT DOSE (MILLIR~ PER TEAR)

Atmospheric releases 0.052 0.21
Liquid releases 0.0072 0.087
Radio cesium and cobalt transport 3.5 0.31

Total 3.6 0.61

hse within 80 Port Wentworth and

Source of kilometers of SRP Beaufort-Jasper dose
expsure 1st year 10th year 1st year 10th year

REGIONAL POPULATION D05E (PERSON-RPM pER YEAR)

Atmospheric releaaes 3.0 13.5 -- --

Liquid releases 0.0088 0.018 0.75 13.2
Radiocesium and cobalt

tranaport 9.0 0.80 0.80 0.067

Total 12.0 14.3 1.6 13.3

4.1.2.6 Health effects from L-Reactor operation

‘Radiation-induced-health-effects-that-could- occur as-a- res”it-of -the-re- —
sumpt ion of L-Reactor operation (including atmospheric and liquid radioactive
releases and radiocesium remobilization) were calculated using BEIR III risk
estimators (Appendix B) . The risk estimators used were 120 cancers and 257

CT-1 genetic effects per 1,000,000 person-rem exposure. Multiplying the regional
population doses (from Table 4-17) by these risk estimators projects the follow-
ing effects: a maximum of 0.001 excess cancer fatality in the population within
BO kilometers of the Savannah River Plant from firs t-year L-Reactor ope rations ,
0.002 excess cancer fatality from tenth-year operations, 0.003 genetic disorders
from the first year of operation and 0.004 from the tenth year. Health effects
that could occur in the downstream Savannah River water-consuming populations of

Port Wentworth and Beau fort-Jasper include a maximum of 0.0004 excess cancer
fatality from first-year operations, and 0.002 from tenth-year operations. The
mximum risk of genetic disorders to these populations would b 0.0004 from
first-year operations, and O.003 from tenth-year operations.
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